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LINEAR LED LIGHT FIXTURE
INTEGRATED WITH ACP AS SHOWN

IN THE 3D VIEWS

TOP VIEW
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1000mm

3000mm

2000mm

ALUMINIUM SHEET DULY POWDER

COATED (EXTERIOR GRADE) (AS PER

10GO CRESTS TO BE MADE OF 3MM

APPROVED COLOR)WITH 3MM PVC TRIMS
ALL AROUND. 040 ACRYLIC (ASTARI) IN

FRONT WITH 3M VINYL PASTED IN

DIFFERENT COLORS AS SHOWN IN DWG.

PANEL (AS PER TENANTS SIGNAGE

GUIDELINE) OF 50X50 SQMM 14SWG
FRAMES OF SIZE 2450 X 700 SQMM,
MADE OF HOT DIPPED GALVANIZED

AND PU PAINTED 50X50 SQMM MS

TUBES TO BE FIXED ON TOP OF THE

ACP CLADDED AND BOLTED INTO
THE SECONDARY STRUCTUR

[4700mm

LINEAR LED LIGHT FIXTURE
INTEGRATED WITH ACP AS
SHOWN IN THE 3D VIEWS

5MM ALUMINUM COMPOSITE

8000mm

3000mm

300mm

PANEL (BUTT JOINT) CLAD
AROUND THE 3-SIDED
SECONDARY STRUCTURE

Slab level
0 m

Plinth level
0 m

{LLUMINATED REMOVABLE REVENUE

150mm

Y STRUCTURE TO BE MADE OF 4 UNITS OF
50X150 SQMM, HOT DIPPED GALVANIZED AND PU
PAINTED MS SQUARE POSTS, GAZETTED AND
GROUTED ON THE EXISTING ROOM TOP

{LLUMINATED REMOVABLE REVENUE PANEL (AS PER
TENANTS SIGNAGE GUIDELINE) OF 50X50 SQMM
14SWG FRAMES OF SIZE 2450 X 700 SQMM, MADE OF
HOT DIPPED GALVANIZED AND PU PAINTED 50X50
SQMM MS TUBES TO BE FIXED ON TOP OF THE ACP
CLADDED AND BOLTED INTO THE SECONDARY
STRUCTUR
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700mm

700mm
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4700mm

8000mm

3000mm

300mm

ECONDARY STRUCTURE:
25X75MM ALUMINUM VERTICAL
FIN (AS PER APPROVED COLOR
& SHADES) ALL DETAILS TO
INSTALLER'S SPECIFICATIONS

{LLUMINATED REMOVABLE REVENUE PANEL (AS
PER TENANTS SIGNAGE GUIDELINE) OF 50X50
SQMM 14SWG FRAMES OF SIZE 2450 X 700
SQMM, MADE OF HOT DIPPED GALVANIZED AND
PU PAINTED 50X50 SQMM MS TUBES TO BE
FIXED ON TOP OF THE ACP CLADDED AND
BOLTED INTO THE SECONDARY STRUCTUR

5MM ALUMINUM COMPOSITE PANEL
(BUTT JOINT) CLAD AROUND THE
3-SIDED SECONDARY STRUCTURE

PRIMARY STRUCTURE TO BE MADE OF 4
UNITS OF 150X150 SQMM, HOT DIPPED
GALVANIZED AND PU PAINTED MS SQUARE
POSTS, GAZETTED AND GROUTED ON THE
EXISTING ROOM TOP

ECONDARY STRUCTURE TO BE MADE OF

1201mm

FRONT VIEW

i

TOTEM PYLON & SECURITY HOUSE

[ 03 | SIDE VIEW.
TOTEM PYLON & SECURITY HOUSE

SECTION VIEW (XX)

50X50 SQMM, HOT DIPPED GALVANIZED
AND PU PAINTED MS STRAIGHT AND
CROSS-SECTIONAL TUBES

———GRANITE CLADDING 300 MM
HIGHT SURFACE FINISHES
WITH GRANITE (AS PER
APPROVED COLOR & FINISH)
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